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1U 24P Snap-In Panel includes 24 Black Jacks
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The DINTEK 1U 24 Port  UTP patch  panel  provides  for  fast  and reliable
installation  by  accelerating  module  mounting  times  and  cable  tie-down
operations.

The panel  is  designed to accept the DINTEK PowerPROTM  & PowerMAXTM

unshielded keystones which snap in place easily. The unique construction
provides a finished product that looks like a standard modular patch panel,
yet  takes  advantage of  using ezi-JACK keystones  and quick  terminating
tools.

The  patch  panel  comes  complete  with  24  x  vertical  black  PowerMAXTM

unshielded keystone ezi-JACKSTM and a rear management panel  for correctly
managing  the  UTP  cables  as  they  come  away  from  the  patch  panel,
preventing any tight service loops.

Features
Includes 24 x vertical Cat.6 black ezi-JACKTM keystone packs
Complete with rear cable management panel
UTP snap-in type
The snap-in type panel is compatible with ezi-JACKTM Cat.5e & Cat.6
versions
Printed port number and white writing labeling 
Clear lid over labelling     
UL, ETL Listed

 

 

 

 

Applications
Voice: T1; ISDN
10BASE-T (IEEE 802.3)
16Mbps Token Ring (IEEE802.5) 
100VG-AnyLAN (IEEE802.12)
100BASE-T Ethernet (IEEE802.3)
155/622Mbps 1.2/2.4 Gbps ATM
1000Mbps Gigabit Ethernet
550MHz Broadband Video

Ordering Information

Product Number Product Name Qty / Box Qty / CTN

1406-00043 24 Port Snap In Patch Panel / Including Rear Cable Manager & 24 x 180° ezi-JACKS 1 15

1406-00041 24 Port Snap In Patch Panel / Including Rear Cable Manager 1 15

1406-00040 24 Port Snap In Patch Panel / Not including Rear Cable Manager 1 15


